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Stainless steel immersion sleeve G1/2 "

Be sure. iz )

Stainless steel immersion sleeve G1/2 "

Article no. 809520 20XX

Our stainless steel immersion sleeve G1/2 " is suitable for use in aggressive media and

in drinking water. It is suitable for all immersion and cable probes. The probe is clamped

in and fixed by means of the locking screw. We recommend the use of heat conductive

paste.

General Information

Temp. Max

+600 °C

Pressure proof up to

40 bar

Material Stainless steel 1.4571 | 316TI
Process connection G1/2"

Wrench size 22

Diameter outside (mm) 9

Diameter inner (mm) 6,2

Scope of delivery

Stainless steel immersion sleeve G1/2 ", packed in PE bag

—

Order code
Article no. Code ML (mm)

05 50 Customizable options

Mounting length

10 100

15 150
809520 20 _ 20 200

25 250

30 300

40 400
Please attach the code for the mounting length. L |
Technical drawing

EL
13 14
=
s/ - } | /A N o
0 6,2 9

Sw22 G¥2"

Testo Sensor GmbH

Testo-StraBe 1
D-79853 Lenzkirch

+49 7653 96597-71
webshop@testo-sensor.de

All dimensions in mm
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Please find our whole temperature probe and transmitter portfolio in our webshop at: www.testo-sensor.shop



