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Cable probe with silicone cable

Cable probe with silicone cable
Order nr.: 803560 1011

Cable probes with silicone cable can be used in the range from -50 °C to +180 °C.
Silicone seals very well and is flexible, even at temperatures below freezing. To order your
cable temperature probe, select the required configuration and send us the order code.

General Information

Measuring range

-50 °C to +180 °C depending on sensor type and connection cable

Perm. °C range cable

-50 °C to +180 °C

Accuracy

depending on sensor type

Response time

t63 / t99: information is available on request

Pull-out force =30N
Supply and output
Max. measurement
max. 1 mA
current
Supply voltage approx. 5 V depending on measurement current

Measurement signal

passive (resistance value)

Ambient conditions

Protection class

IP67 according DIN 60529 (depending on cable)

Humidity and moisture
condensation resistance

according to application-specific qualification

Certificates and Standards

Standards

DIN EN 61326-1:2013 | DIN EN IEC 63000:2019-05

Directive

RoHS 2011/65/EU | 2014/30/EU

|

Certificates

Certificate of suitability (on request)

A - Measuring element

Be sure.

Customizable options

A - Measuring element

B - Connection type

C - Length protection sleeve

D - @ protection sleeve

E - Material connection cable
F - Length connection cable

G - Connector

H - Bend protection

Code Sensor Accuracy / Tolerance resistance min? max2 B - Connection type
A012 Pt100 Cl. B dT = £(0,30 °C + 0,005[t))" -50 °C +400 °C Code Conn. type
AO011 Pt100 Cl. AdT = £(0,15 °C + 0,002|t|)" -50 °C +300 °C B2 2-Wire (2W)
A013 Pt100 1/3 Cl. B dT = %(1/3 - (0,30 °C + 0,005[t]))" -50 °C +200 °C B3 3-Wire (3W)
A014 Pt100 1/10 Cl. B dT = +(1/10 - (0,30 °C + 0,005]t]))" +0°C +100 °C B4 4-Wire (4W)
A022 Pt500 Cl. B dT = £(0,30 °C + 0,005[t))" -70 °C +500 °C
A032 Pt1000 Cl. B dT = £(0,30 °C + 0,005[t))" -50 °C +400 °C
Possible connections

A031 Pt1000 Cl. AdT = (0,15 °C + 0,002]t|)" -50 °C +300 °C Sensor 2w | 3w | aw
A105 NTC 5 kOhm R25 = 5 KOhm =1 % -40 °C +125 °C Pt v
A110 NTC 10 kOhm | R25 = 10 KOhm =1 % -40 °C +125 °C NTC v
A120 NTC 20 kOhm | R25 = 20 KOhm =1 % -40 °C +125°C NI v
oo G T e oo messz v
A323 LM235Z typical 1 °C -40 °C +125 °C KTY v
A421 KTY 81-210 R25 = 2 KOhm =1 % -50 °C +150 °C DS18B20 v
A411 KTY 81-110 R25 = 1 KOhm =1 % -50 °C +150 °C LM34 v
A520 DS18B20 ;110:’Cclt%5+8050131;02’§ gliSOCC 0 +100°C: | g5 o0 +125°C
A334 LM34 typical £0,5 °F at 77 °F | 1,5 °F at -50 °F to 50 °F +300 °F

+300 °F

faccording to IEC 751 / EN 60751 | 2 Perm. range °C | A334 only on request | Please note that the

measuring range depends on the measuring element and the connection cable. | Detailed information
and the characteristics can be found in our download area.
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Cable probe with silicone cable

Protection sleeve

Bild Material and possible configuration C - Length prot. sleeve D - @ prot. sleeve
;egi"t“h) / 3 4 5 6 Code Length (mm) | Code @ (mm)
/ 30 - 1.4571 1.4404 1.4404 C0030 30" D040 4,02
40 - 1.4571 1.4404 1.4404 C0040 40" D050 5,02
Zeichnung 50 - 1.4571 1.4404 1.4404 C0050 50" D060 6,0%
60 - - - 1.4571 C0060 60"
ﬂ c:u:[ 100 - 1.4571 1.4571 1.4571 C0100 100"
- 200 - 1.4571 1.4571 1.4571 C0200 200"

A105, A110 only from @ protection sleeve 4 mm | A120 only from @ protection sleeve 5 mm | A323, A421, A411, A520, A334 only from @
protection sleeve 6 mm | 1.4571 = 316TI | 1.4404 = 316 L | "Tolerance C = 100: + 1 mm / C > 100: + 1 % | ?Tolerance + 0,1 mm | other protective
sleeve lengths and @ available on request

E - Cable material and configuration connection cable

Code | Bmm OO coor GO T Owe  Mewn e O oo, @sm
sleeve
E1200 4 2-Wire red-brown -50 +180 Silicone FEP rd, wt 3,2 0,22 0,08
E1201 4 3-Wire red-brown -50 +180 Silicone FEP rd, wt, rd 3,2 0,22 0,08
E1202 4 4-Wire red-brown -50 +180 Silicone FEP rd, wt, rd, wt | 3,2 0,22 0,08
E1203 5 2-Wire red-brown -50 +180 | Silicone FEP rd, wt 3,8 0,22 0,08
E1204 5 3-Wire red-brown -50 +180 Silicone FEP rd, wt, rd 3,8 0,22 0,08
E1205 5 4-Wire red-brown -50 +180 Silicone FEP rd, wt, rd, wt | 3,8 0,22 0,08
E2200 6 2-Wire red-brown -50 +180 Silicone Silicone rd, wt 4,7 0,22 0,08
E2201 6 3-Wire red-brown -50 +180 | Silicone Silicone rd, wt, rd 4,9 0,22 0,08
E2203 6 3-Wire red-brown -50 +180 Silicone Silicone br, gn, wt 4,4 0,22 0,08
E2202 6 4-Wire red-brown -50 +180 Silicone Silicone rd, wt, rd, wt | 4,9 0,22 0,08

Insulation resistance: = 100 MOhm at min. 100 VDC | "Perm. range °C | #Tolerance + 0,2 mm | ® Tolerance + 0,03 mm? | % per single strand®We use
this cable only when using a DS18B20 or LM34 sensor. Litz color brown, green, white | IP67 | Other lengths on request

F - Length
Code FO10 F020 FO30 F040 F050 F100 F150 F200
m 1 2 3 4 5 10 15 20
Other lengths on request
G - Connector H - Bend protection
Code | Feature Length .
- \ Material Code | Feature
E— Got | Insulated end ferrules |\\\\\\\\\\\ ’ (mm)
(50 mm) 50 Stainless steel spring HO Without (Standard)
lon request 1.4310 | SUS 302 HA1 Metal bend protection "
Your order code
Measuring Connection Length‘ O protection Material Length Bend .
Order nr. protection . . Connector | protection
element type sleeve sleeve connection cable | connection cable
803560 1011 | A____ B C_____ D E___ F____ G_____ H_____

Delivery and Assembly

Assembly instructions

by using compression fitting or immersion sleeve

Delivery and Packaging

Probe, seperatly packaged in PE bag
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Cable probe with silicone cable

Technical drawing

Be sure.

Customizable options
A - Measuring element
B - Connection type

C - Length protection sleeve
D - @ protection sleeve

E - Material connection cable
F - Length connection cable

G - Connector
H - Bend protection
All dimensions in mm

Ausfiihrung 2-Leiter / 2-Wire version

T'o (O — T —

Ausfiihrung 3-Leiter / 3-Wire version

T:o::: ) — %

Ausfiihrung 3-Leiter (nur fir DS18B20 und LM34 Sensoren) / 3-Wire version (only for DS18B20 und LM34 sensors)
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Ausfiihrung 4-Leiter / 4-Wire version

D
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Delivery and Assembly

Delivery and Packaging

Probe, seperatly packaged in PE bag

Important assembly advices

(g (2)

Installation by means of compression fitting: Please tighten
the union nut of the compression fitting by hand as far as
it will go (clearly noticeable). For compression fittings with
PTFE pressure ring, please make a 1/4 turn with a wrench
suitable for the width across flats. These compression
fittings can be used several times in this way. In the case
of compression fittings with stainless steel cutting ring, the
compression fitting connects to the protection tube. This
connection is pressure resistant up to 40 bar. However, the
compression fitting can only be used once. It must also be
tightened more firmly. Please tighten it with 1 3/4 turns.

@ Tauchhiilse /
Immersion sleeve

@ Schutzhiilse /
Protection sleeve

| _Waérmeleitpaste /
~ Heat conductive paste

Mounting by using an immersion sleeve (4): Please note that the @ and the length of the immersion sleeve must be selected to suit the installation
situation so that the minimum immersion depth can be achieved. Since the probe is not inserted directly into the medium, but via the immersion
sleeve, the response times are somewhat slower. The probe should be selected in such a way that the protection sleeve touches the bottom of the
immersion sleeve and that the air cushion around the protection sleeve is as small as possible. The use of thermal paste can improve the response
times. Please lay the cable with reserve loop (4) and in such a way that no water can penetrate the sensor head. This allows you to extend the
probe without disconnecting the electrical connection.
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Matching accessories:

Brass immersion sleeve R1/2 "

Matching accessories: Immersion sleeves

Immersion sleeves

Be sure.

Article no. 809520 10XX Code
Temp. max +150 °C 05 50
Pressure proof up to 10 bar 10 100
Material Nickel plated 15 150
Process connection R1/2 " 20 200
Wrench size 22 25 250
?nm?ide / Outside 65/8 30 300
Scope of delivery Immersion sleeve, packed in PE bag 40 400
Order code 809520 10 __
Please attach the code for the mounting length.
Technical drawing
M4
SW22
RY2"
i
| //
—
8 14
I
Einbaulénge / Mounting length (EL / ML)
Stainless steel immersion sleeve G1/2 "
Article no. 809520 20XX Code
Temp. max +600 °C 05 50
Pressure proof up to 40 bar 10 100
Material Stainless steel 1.4571 | 316TI 15 150
Process connection Gt1/2" 20 200
Wrench size 22 25 250
?ﬂl;)side / Outside 6.2/9 30 300
Scope of delivery Immersion sleeve, packed in PE bag 40 300

Your order code

809520 20

Please attach the code for the mounting length.

Technical drawing

M4
Sw22

/— G

ol

//

Einbauldnge / Mounting length (EL / ML)
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Matching accessories: Immersion sleeves Be sure.
Matching accessories: Immersion sleeves
Immersion sleeve G1/2 " with cable gland
Article no. 809520 60XX Compression fitting Code
Temp. max +600 °C Temp. max 100 °C 05 50
Sgﬁsure proof 40 bar Material Plastic 10 100
v’ Material St?'”'Telss steel 1.4571 Screw Mi2x1,5 |15 | 150
A 316
A\
Process " )
connection G1/2 Clamping 3t06.5 20 200
range (mm) ’
Wrench size 22 25 250
i i 30 300
Scope of delivery !mmerswn sleeve, packed Cable gland strgm
in PE bag relief 40 400
Your order code 809520 60 _

Please attach the code for the mounting length.

Technical drawing

Spannbereich/ SW/AF16 SW/AF27 Gl"
Clamping range: J 26
3..6,5mm

23 >

A
A
A
A
A A

Einbauléange / Mounting length

Gesamtlange / Total length
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Matching accessories: Compression fittings

Be sure.

Matching accessories: Compression fittings

Compression fitting with PTFE clamping ring

Compression fittings with PTFE clamping ring can be used several times. They are only pressure-tight up to 10 bar. For assembly, please tighten
the connecting nut of the compression fitting by hand as far as it will go (clearly noticeable) by hand. With a wrench suitable for the width across
flats, please make a 1/4 turn for compression fittings with PTFE pressure ring.

Article no. 809610 2XXX Code !~ @Inside | p 4o |- Process
(mm) connection
Temp. max +260 °C 0 1 27 M6x1"
Pressure proof up to 10 bar 1 1,5 28 M8x1"
Material Stainless steel 1.4571 | 316TI 3 3 22 M10x1
Material clamping ring | PTFE 6 6 14 G1/8 "
12 G1/4"
Scope of delivery Compression fitting, packed in PE bag
11 G1/2"
Your order code 809610 2 _ _
Append the code for @ Inside & process connection to the article no. | " not available for @ Inside (I) 6 mm
Dimensions for technical drawing
| 1 J A B Cc D E F G H
——
Y Y| a 1 M6x1" SW10 13 SWi12 | 13 9 8 31 @10
B -
| J 1,5 M8x1" SW10 13 SW12 | 13,5 9,5 8 31 11,8
A C
G -—M_/ 3 M10x1 | @1,5&3:SW10| @ 6: SW12 | 13 SWi4 | 135 |95 8 32 213,8
/H
D — 6 G1/8 " @1,5&3:SW10| @ 6: SW12 | 13 SW14 | 13,5 9,5 8 32 13,8
E FI ([
G1/4" @1,5&3:SW10| @ 6: SW12 | 13 SW19 | 20 14 12 38,5 718
J
G1/2" @1,5&3:SW10| @ 6: SW12 | 13 SwW27 | 23 17 14 38,5 026

All dimensions in mm | ¥ not available for @ Inner (I) 6 mm

Compression fitting with stainless steel cutting ring

In compression fittings with stainless steel cutting ring, the compression fitting connects with the protective sleeve. This connection is pressure-
resistant up to 40 bar. Therefore, these compression fittings can also only be used once and must be tightened more firmly. For assembly, please
tighten the union nut of the compression fitting by hand as far as it will go (clearly noticeable). With a wrench suitable for the wrench size, please
make 1 3/4 turns for compression fittings with stainless steel cutting ring.

Article no. 809610 1XXX Code |- @Inside | ;o 4o |- Process
(mm) connection
Temp. max +800 °C 1 1,5 27 M6x1™
Pressure proof up to 40 bar 3 3 28 M8x1"
Material Stainless steel 1.4571 | 316TI 6 6 22 M10x1
Material clamping ring | Stainless steel 1.4571 | 316TI 14 G1/8 "
m 12 G1/4 "
Scope of delivery Cutting ring screw fitting, packed in PE bag
11 G1/2"
Your order code 809610 1 _ _
Append the code for @ Inside & process connection to the article no. | " not available for @ Inside (I) 6 mm
Dimensions for technical drawing
| 1 J A B (o] D E F G H
T
YY) A 1,5 | Méx1" SW10 13 SW12 | 13 9 8 31 10
B [
| L/ 3 M8x1" SW10 13 SW12 | 13,5 9,5 8 31 11,8
N C
G —%_/ 6 M10x1 @1,5&3:SW10| @ 6: SW12 | 13 SW14 | 13,5 9,5 8 32 13,8
H
D ==l G1/8 " @1,5&3:SW10| @ 6: SW12 | 13 Swi14 | 13,5 9,5 8 32 13,8
E Ft (I
G1/4" @1,5&3:SW10| @ 6: SW12 | 13 SW19 | 20 14 12 38,5 18
J
G1/2" 21,5&3:SW10| @ 6: SW12 | 13 SwW27 | 28 17 14 38,5 @26

All dimensions in mm | " not available for @ Inner (I) 6 mm
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Matching accessories: Connection cable

Matching accessories: Connection cable

Connection cable - Please select your desired cable first.

Picture Code g;:;nection Color P :-;:;T 2:,2)“ :‘:ttsei::ael :It:;z:‘ial @ (mm)2z ::nmz)a) ::;::d ‘nl‘ 4/)
E2200 2-Wire red-brown | IP67 | -50 +180 Silicone Silicone 4,7 0,22 rd, wt 0,08
E2201 3-Wire red-brown | IP67 | -50 +180 Silicone Silicone 4,9 0,22 rd, wt, rd 0,08
E2203% | 3-Wire red-brown | IP67 | -50 +180 | Silicone Silicone 4,4 0,22 br, gn, wt 0,08
E2202 4-Wire red-brown | IP67 | -50 +180 Silicone Silicone 4,9 0,22 rd, wt, rd, wt | 0,08

Insulation resistance: = 100 MOhm at min. 100 VDC | "Perm. range °C | #Tolerance = 0,2 mm | ®¥Tolerance + 0,03 mm? | “per single strand | ¥We
use this cable only when using a DS18B20 or LM34 sensor. Litz color brown, green, white | Please also note the connection type of your selected
temperature sensor.

Now please select the length and add the code to the article no. of the cable.
Length (m) 1 2 5 10 20
010 020 050 100 200

Code

Please append these digits to the part number of your desired cable.

Matching accessories: Heat-conducting paste

Heat-conducting paste

Article no. 809540 1000
Content 10 ml

Thermal >2.5 W/mK
conductivity

Min / Max °C -30 °C to +280 °C
The.rmal <0126
resistance

Matching accessories: Quick-release strap

Quick-release strap

100

i

18] |sro-s
D

03020,10 I
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Article no.

809550 1000

809550 2000

809550 3000

Clamping range (mm)

@ 25 to 40

@30to 110

@ 251t0 135

Material Stainless Steel Stainless Steel Stainless Steel
Dimensions (L/W) 150" / 92 370" /10 450" / 92
(mm)

Closure Quick release Quick release Quick release

'+ 5 mm | @+ 0,5 mm
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